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REMOTE ACCESS!

Preheat. Check cooking status. Personalize settings.
Connect to WiFi for real-time notifications and
control your appliance from anywhere. Tap and
swipe on both iOS and Android devices!

DUAL-STACKED POWERBURNERS

Two stacked, symmetrical flames bloom and retreat

at your inclination, offering total control over heat

levels. High-heat searing and wok cooking. Low, slow

simmer and melt. Infinite intermediate settings
satisfy every appetite.

HALO-EFFECT KNOBS

A halo of luminary LEDs glows softly when the
burner is lit or the oven is on.

I Appliance must be set to remote enable. WiFi & App required. Features

subject to change. For details and privacy, visit jennair.com/connect.

RISE™ 36" DUAL-FUEL
PROFESSIONAL-STYLE RANGE

Precise, dual flames produced by precision-drilled
brass burners. Inside the oven cavity, steady heat
weaves around each flat tine. From searing select
cuts and simmering sauces to succulent roasts,
these ranges offer unmistakable firepower.

FLAT TINE RACKS

Each rack features dramatic, unexpected flat tines,
delivering increased contact with cookware for
exceptional heat transfer.

JENNAIR® CULINARY CENTER

With step-by-step support, savor the full culinary
experience backed by customized algorithms,
featuring full-color food photography, doneness
levels, pan types and menu-specific tips.'



REMOTE ACCESS!

Preheat. Check cooking status. Personalize settings.

Connect to WiFi for real-time notifications and
control your appliance from anywhere. Tap and
swipe on both iOS and Android devices!

DUAL-STACKED POWERBURNERS

Two stacked, symmetrical flames bloom and retreat

at your inclination, offering total control over heat

levels. High-heat searing and wok cooking. Low, slow

simmer and melt. Infinite intermediate settings
satisfy every appetite.

HALO-EFFECT KNOBS

A halo of luminary LEDs glows softly when the
burner is lit or the oven is on.

1 Appliance must be set to remote enable. WiFi & App required. Features

subject to change. For details and privacy, visit jennair.com/connect.

RISE™ 48" DUAL-FUEL
PROFESSIONAL-STYLE RANGE
WITH CHROME-INFUSED GRIDDLE
AND GRILL

Precise, dual flames produced by precision-drilled
brass burners. Inside the oven cavity, steady heat
weaves around each flat tine. From searing select
cuts and simmering sauces to succulent roasts,
these ranges offer unmistakable firepower.

FLAT TINE RACKS

Each rack features dramatic, unexpected flat tines,
delivering increased contact with cookware for
exceptional heat transfer.

JENNAIR® CULINARY CENTER

With step-by-step support, savor the full culinary
experience backed by customized algorithms,
featuring full-color food photography, doneness
levels, pan types and menu-specific tips.



DIMENSIONS

JENNAIR® DUAL-FUEL RANGES
PRODUCT

30" DUAL-FUEL RANGE 36" DUAL-FUEL RANGE

35-7/8" (911 cm)

Overall Width (A) 29-7/8" (75.9 cm)

Bull nose Height (B) 2-1/8" (5.4 cm) 2-1/8" (5.4 cm)

Control Panel Height (C) 7-1/2" (191 cm) 7-1/2" (191 cm)

Door Height ( D) 20-11/16" (52.6 cm) 20-11/16" (52.6 cm)

Door Bo ttom to Handle Top: RISE™ (E) 20" (50.8 cm) 20" (50.8 cm)

Door Bo ttom to Handle Top: NOIR™ (E) 20-5/8" (52.4 cm) 20-5/8" (52.4 cm)

Toe-Kick Height ( F) 6-11/16" (17 cm) 6-11/16" (17 cm)
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FRONT VIEW

IMPORTANT: Dimensional specifications are provided for planning purposes only. Do not make any cutouts based on this

information. Refer to the Installation Guide before selecting cabinetry, verifying electrical/gas connections, making cutouts

or beginning installation. All JennAir® appliances are appropriately UL, CUL or CSA approved.

W11358022B



DIMENSIONS

JENNAIR® DUAL-FUEL RANGES
PRODUCT

30" DUAL-FUEL RANGE

Depth with Control Panel Overhang (G) 27-11/16" (70.3 cm)

36" DUAL-FUEL RANGE

27-11/16" (70.3 cm)

Depth with Ha ndle: RISE™ (H) 29-13/16" (75.7 cm)

29-13/16" (75.7 cm)

Depth with Ha ndle: NOIR™ (H) 29-5/16 (74.5 cm)

29-5/16 (74.5 cm)

Depth with Door Fully Open (1) 46-1/2" (1181 cm)

46-1/2" (1181 cm)
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TOP VIEW




DIMENSIONS

JENNAIR® DUAL-FUEL RANGES
PRODUCT

48" DUAL-FUEL RANGE
30" DUAL-FUEL RANGE 36" DUAL-FUEL RANGE 48" DUAL-FUEL SMOKE

& BRASS RANGE

Grates Top Height (A) 37-5/16" (94.8 cm) 37-5/16" (94.8 cm) 37-5/16" (94.8 cm)

Cooking Surface Top Height (B) 36" (91.4 cm) 36" (91.4 cm) 36" (91.4 cm)

Door Top Height (C) 27-13/16" (70.6 cm) 27-13/16" (70.6 cm) 27-13/16" (70.6 cm)

Handle Top Height: RISE ™ (D) 27" (68.6 cm) 27" (68.6 cm) 27" (68.6 cm)

Handle Top Height: NOIR ™ (D) 27-5/8" (70.2 cm) 27-5/8" (70.2 cm) 27-5/8" (70.2 cm)

6-11/16" (17 cm) 6-11/16" (17 cm)

Toe-Kick Height (E) 6-11/16" (17 cm)

OPTIONAL ACCESSORIES

Height to Top of 9" Stainless
Steel Backsplash (F)

45" (114.3) min. 45" (114.3) min.

45" (114.3) min.
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SIDE VIEW

IMPORTANT: Minimum height dimensions are at the lowest point of the height adjustment range.

When the leveling legs are fully extended, all heights have 1-3/4" (4.4 cm) of added height.




DIMENSIONS

JENNAIR® DUAL-FUEL RANGES
PRODUCT

48" DUAL-FUEL RANGE
30" DUAL-FUEL RANGE 36" DUAL-FUEL RANGE 48" DUAL-FUEL SMOKE

& BRASS RANGE

Depth with Door Fully Open (G) 46-1/2" (1181 cm) 46-1/2" (1181 cm) 46-1/2" (M81cm)

Depth with RISE ™ Handle (H) 29-13/16" (75.7 cm) 29-13/16" (75.7 cm) 29-13/16" (75.7 cm)

Depth with NOIR ™ Handle (H) 29-5/16" (74.5 cm) 29-5/16" (74.5 cm) 29-5/16" (74.5 cm)

Depth with Control Panel Overhang (1) 27-11/16" (70.3 cm) 27-11/16" (70.3 cm) 27-11/16" (70.3 cm)

Depth to Toe-Kick with Door (J) 26-3/8" (67 cm) 26-3/8" (67 cm) 26-3/8" (67 cm)

Depth with RISE ™ Door (K) 27-1/4" (69.2 cm) 27-1/4" (69.2 cm) 27-1/4" (69.2 cm)

Depth with NOIR ™ Door (K) 27-1/4" (69.2 cm) 27-1/4" (69.2 cm) 27-1/4" (69.2 cm)
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DIMENSIONS

JENNAIR® DUAL-FUEL RANGES
PRODUCT

48" DUAL-FUEL RANGE

48" DUAL-FUEL SMOKE & BRASS RANGE

Overall Width (A) 47-7/8" (121.6 cm)

Bullnose Height (B) 2-1/8" (5.4 cm)

Control Panel Height (C) 7-1/2" (191 cm)

Door Heights ( D) 20-11/16" (52.5 cm)

Door Bo ttoms to Handle Tops: RISE™ (E) 20" (50.8 cm)

Door Bo ttoms to Handle Tops: NOIR™ (E) 20-5/8" (52.4 cm)

Secondary Oven Door Width (F) 17-3/4" (451 cm)

Main Oven Door Width (G) 29-5/8" (75.2 cm)

Toe-Kick Height (H) 6-11/16" (17 cm)
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FRONT VIEW



DIMENSIONS

JENNAIR® DUAL-FUEL RANGES
PRODUCT

48" DUAL-FUEL RANGE

48" DUAL-FUEL SMOKE & BRASS RANGE

Depth with Control Panel Overhang (1) 27-11/16" (70.3 cm)

Depth with Ha ndles: RISE™ (J) 29-13/16" (75.7 cm)

Depth with Ha ndles: NOIR™ (3) 29-5/16 (74.5 cm)

Depth with Doo rs Fully Open (K) 46-1/2" (1181 cm)
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TOP VIEW



DIMENSIONS

JENNAIR® DUAL-FUEL RANGES
OPENING AND CLEARANCE

48" DUAL-FUEL RANGE
30" DUAL-FUEL RANGE 36" DUAL-FUEL RANGE | 48" DUAL-FUEL SMOKE

& BRASS RANGE

Combustible A rea Above . . .
30" (76.2 cm) min. 36" (91.4 cm) min. 48" (121.9 cm) min.
Cooking Surface Width (A)
Bottom of Cabinet Height . . .
42" (106.7 cm) min. 58" (147.3 cm) min. 58" (147.3 cm) min.
Above Cooking Surface (B)*
Bottom of Cabinet Height 18" (381 ) i 18" (457 ) mi
! Jcm) min. ! .7 cm) min. " i
Above Countertop (C) 18" (45.7 cm) min.
Distance to Fixed Wall or . ) )
12" (30.5 cm) min. 12" (30.5 cm) min. 12" (30.5 cm) min.
Combustible Ma terial (D)
Opening Width (E) 30" (76.2 cm) min. 36" (91.4 cm) min. 48" (121.9 cm) min.

*If installing a hood or hood liner above the range, follow the hood or hood liner instructions for dimensional clearances above the cooking surface.

FRONT VIEW



DIMENSIONS

JENNAIR® DUAL-FUEL RANGES
OPENING AND CLEARANCE

48" DUAL-FUEL RANGE
30" DUAL-FUEL RANGE 36" DUAL-FUEL RANGE 48" DUAL-FUEL SMOKE

& BRASS RANGE

13" (33 cm) max. 13" (33 cm) max.

Upper Cabinet Depth (F) 13" (33 cm) max.

Depth to Wall (G)* 1-1/2" (3.8 cm) min. 1-1/2" (3.8 cm) min. 1-1/2" (3.8 cm) min.

*If the back wall is constructed of a combustible material and a backsplash is not installed, a 1-1/2" (3.8 cm) minimum clearance is required.

Side
Cabinet

SIDE VIEW



DIMENSIONS

JENNAIR® DUAL-FUEL RANGES
ELECTRICAL REQUIREMENTS

48" DUAL-FUEL RANGE
30" DUAL-FUEL RANGE 36" DUAL-FUEL RANGE 48" DUAL-FUEL SMOKE

& BRASS RANGE

28" (71.1cm) 40" (101.6 cm)

Electrical Zone Width (A) 22" (55.9 cm)

Electrical Zone Height (B) 15" (38.1cm) 15" (38.1cm) 15" (38.1cm)

Electrical Zone Depth (C) 5" (12.7 cm) 5" (12.7 cm) 5" (12.7 cm)

RECOMMENDED ELECTRICAL ZONE

ELECTRIC REQUIREMENTS

CHECKLIST

O A 240 volt, 60 Hz, fused, grounded circuit is required.

O For 30"and 36" ranges, use a 40-amp circuit.

O For 48" ranges, use a 50-amp circuit.

O A dedicated circuit is recommended.
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FRONT VIEW
WIDTH TO ELECTRICAL CONDUIT

BACK VIEW

IF YOU HAVE QUESTIONS ABOUT YOUR ELECTRICAL SUPPLY,

CALL A LICENSED, QUALIFIED ELECTRICIAN.




DIMENSIONS

JENNAIR® DUAL-FUEL RANGES
GAS REQUIREMENTS

48" DUAL-FUEL RANGE
30" CONNECTED 36" CONNECTED 48" DUAL-FUEL SMOKE

DUAL-FUEL RANGE DUAL-FUEL RANGE & BRASS RANGE

24" (61 cm)

14" (35.6 cm)

Gas Opening Width (A) 6" (15.2cm)

Gas Opening Height (B) 3" (76cm) 3" (76cm) 3" (7.6 cm)
Gas Opening Depth (C) 5" (12.7 cm) 5" (12.7 cm) 5" (12.7 cm)
Distance from Side Cabinet

: 6" (15.2cm) 6" (15.2cm) 6" (15.2cm)
to Gas Opening (D)
Width to Gas Inlet (E) 12-3/4" (32.4 cm) 12-3/4" (32.4 cm) 12-3/4" (32.4 cm)
RECOMMENDED GAS ZONE WIDTH TO GAS INLET
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FRONT VIEW

BACK VIEW

IF YOU HAVE QUESTIONS ABOUT YOUR GAS SUPPLY,

CALL A LICENSED, QUALIFIED SERVICE TECHNICIAN.
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